


SELECTED DESIGN-BUILD TEAM

PROVO RIVER CONSTRUCTORS:

• �Fluor Corporation

• Ames Construction Company

• Ralph L. Wadsworth Construction Company

• Wadsworth Brothers Construction Company

• Fluor/HDR Global Design Consultants

• Michael Baker Jr.

• Jacobs Engineering Group

• H.W. Lochner

• Kleinfelder West

• Intermountain GeoEnvironmental Services

• CRS Consulting Engineers

• Raba-Kistner Consultants

• TransCore IP

• Stillwell & Associates

• Applied Research Associates

• Fehr & Peers Transportation Consultants

• Psomas

• CME Transportation Group



BUDGETED PROJECT

LEGEND

NEW OR RECONSTRUCTED INTERCHANGE

MODIFY / IMPROVE EXISTING INTERCHANGE

INTERCHANGE NOT INCLUDED

WIDENED MAINLINE I-15
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FINAL PROJECT

LEGEND

NEW OR RECONSTRUCTED INTERCHANGE

MODIFY / IMPROVE EXISTING INTERCHANGE

INTERCHANGE NOT INCLUDED

WIDENED MAINLINE I-15
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LANE CONFIGURATION

I-15 NEW OR
RECONSTRUCTED LANES

	161.3 MILES OF 12-FOOT LANES

41.5 MILES OF 11-FOOT LANES

42.45 MILES OF EXPRESS LANES

20.37 MILES OF AUXILIARY LANES

LANES

EXISTING GENERAL PURPOSE,
EXPRESS OR AUXILIARY LANE

NEW GENERAL
PURPOSE LANE

NEW EXPRESS LANE

NEW AUXILIARY LANE

INTERCHANGES

RECONSTRUCTED
INTERCHANGE

MODIFIED/IMPROVED
INTERCHANGE

RAMP MODIFICATIONS ONLY



MAINLINE & INTERCHANGE OPERATION

LEVEL OF SERVICE (LOS)

LOS A - NO CONGESTION

LOS B - SOME TRAFFIC
 
LOS C - TRAFFIC FLOWING

LOS D - REDUCED SPEED

LOS E - VERY SLOW

LOS F - STOP AND GO

SINGLE INTERSECTION INTERCHANGE

2-INTERSECTION INTERCHANGE

4-INTERSECTION INTERCHANGE

NO PROPOSED WORK



KEY FACTS

• �Interchange type: Hybrid semi-directional 
at U.S. 6 nested with a Diamond 
Interchange at Spanish Fork Main Street

• �Direct braided ramp for NB I-15 to EB  
U.S. 6 movement

LOS A - NO CONGESTION

LOS B - SOME TRAFFIC
 
LOS C - TRAFFIC FLOWING

LOS D - REDUCED SPEED

LOS E - VERY SLOW

LOS F - STOP AND GO

2030 LEVEL OF SERVICE (LOS) 
FOR MAJOR MOVEMENTS

SPANISH FORK MAIN STREET & U.S. 6
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PROVO CENTER STREET

KEY FACTS

• Interchange type: Rotary
• Indirect access to Draper Lane
• �I-15 CORE team interpretation 

indicates slightly lower level of service 
than indicated by proposal; LOS still 
exceeds minimum requirements

Intersection Level of Service data not 
applicable for this interchange
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UNIVERSITY PARKWAY

KEY FACTS

• �Interchange type: Single Point 
Urban Interchange (SPUI) 

• �Continuous Flow Intersection (CFI) 
at Sandhill Rd and University Pkwy

• �Pedestrian overpass across 
University Pkwy at Sandhill Rd

LOS A - NO CONGESTION

LOS B - SOME TRAFFIC
 
LOS C - TRAFFIC FLOWING

LOS D - REDUCED SPEED

LOS E - VERY SLOW

LOS F - STOP AND GO

2020 LEVEL OF SERVICE (LOS) 
FOR MAJOR MOVEMENTS

INTERSECTION LOS
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OREM CENTER STREET
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KEY FACTS

• �Interchange type:  
Single Point Urban Interchange (SPUI)

• Concept design used
• �1200 West realigned to move 

intersection of 1200 West and Center St 
further from the interchange

LOS A - NO CONGESTION

LOS B - SOME TRAFFIC
 
LOS C - TRAFFIC FLOWING

LOS D - REDUCED SPEED

LOS E - VERY SLOW

LOS F - STOP AND GO

2030 LEVEL OF SERVICE (LOS) 
FOR MAJOR MOVEMENTS
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INTERSECTION LOS



OREM 800 NORTH

KEY FACTS

• �Interchange type:  
Single Point Urban Interchange (SPUI)

• Concept design used

LOS A - NO CONGESTION

LOS B - SOME TRAFFIC
 
LOS C - TRAFFIC FLOWING

LOS D - REDUCED SPEED

LOS E - VERY SLOW

LOS F - STOP AND GO

2030 LEVEL OF SERVICE (LOS) 
FOR MAJOR MOVEMENTS
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OREM 1600 NORTH

KEY FACTS

• Interchange type: Diamond
• Concept design used

NOTE: Level of Service data not available 
for movements at this interchange

LINDON P
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INTERSECTION LOS

INTERSECTION LOS

LOS A - NO CONGESTION

LOS B - SOME TRAFFIC
 
LOS C - TRAFFIC FLOWING

LOS D - REDUCED SPEED

LOS E - VERY SLOW

LOS F - STOP AND GO

NOTE: Level of service data not 
available for movements at this 
interchange

2030 LEVEL OF SERVICE (LOS) 
FOR MAJOR MOVEMENTS
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AMERICAN FORK 500 EAST

KEY FACTS

• �Interchange type:  
Diverging Diamond Interchange (DDI)

• Concept design used

LOS A - NO CONGESTION

LOS B - SOME TRAFFIC
 
LOS C - TRAFFIC FLOWING

LOS D - REDUCED SPEED

LOS E - VERY SLOW

LOS F - STOP AND GO

2030 LEVEL OF SERVICE (LOS) 
FOR MAJOR MOVEMENTS
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LEHI MAIN STREET

KEY FACTS

• �Interchange type:  
Single Point Urban Interchange (SPUI)

INTERSECTION LOS

LOS A - NO CONGESTION

LOS B - SOME TRAFFIC
 
LOS C - TRAFFIC FLOWING

LOS D - REDUCED SPEED

LOS E - VERY SLOW

LOS F - STOP AND GO

2020 LEVEL OF SERVICE (LOS) 
FOR MAJOR MOVEMENTS
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PAVEMENT



MOT PHASING



SCHEDULE

Schedule Approach 
Highlights

• �Maintains current number of 
lanes throughout most 
of construction.

• �Rapid bridge construction 
utilized at A.F. 500 East, 
Sam White, Proctor Lane and 
200 South.

• �Provo Center Street to remain 
open during construction.

2011

2012

2013

COMPLETION YEAR

CONSTRUCTION COMPLETED DECEMBER 30, 2012



NEXT STEPS

• Contract Execution

• Two-stage Notice to Proceed

• Visible Construction Begins

 




